1.A point for attention.
Please pay attention, before install the software, you have to return the computer system time to Feb 2009.Please also close anti-virus software. You have to install the software on a windows xp system.
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2 .Install vag908instal   Open the CD disk, ready to install vagcom 908 software.
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3 系统安装驱动  System install drive
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4.Connect vagcom 908 cable to computer[ the right corner of the computer will remind you found new hard drive]
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5 If the drive can not install successfully，please go to “my computer”, click right button, enter “device manage” ,go to “universal serial bus control”. There is one line in yellow color.
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6 Uninstall this device【Wrong computer diver】
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7 把vag908与电脑断开一下=====再连接电脑==========电脑的右下角提示安装驱动
Now disconnect vagcom 908 with computer for two seconds, then connect it again. The right corner of the computer will remind you install drive.
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8.Can not find the driver [please choose install drive]
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9 Driver installed successfully【Yellow indication disappeared】
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10 Open software: vcds vag908 Open vagcom 908 diagnose software.
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11 Select
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12 .Comport setting please choose usb.
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13.Comport community ok.
[image: image22.jpg]- ©VCDS Release 908.0: Progras Options

Program Options

Port and Protocol Options | User Interface and Identification|

Select Part VCDS: Port Test

Ocomi Ocom Fort Status: 0 &l

Tnterface: Foundl
Ocoms Ocoms Type. Rosz-Tach HEX-USBHCAN
Version: 1.8
ey
Test TR
2 0K
CAR: Mot Feady

Init parameters

[IBypass OBD-I Fasti 5
Force K on engine

Detug Level
[

CAN Timeout
0

Restore
Defaults





14 .Ssave your setting.
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15 Click select.
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16. Select 01-Engine
[image: image25.jpg]Win & VCDS Release 908.0:  Select Control Nodule

vens

Select Control Nodule

Common | Drivetrain | Chassis | ComforyCanv. | Electronics 1 | Electronics 2
|

01-Engine

‘ 02-Auto Trans ‘ ‘ 03-ABS Brakes ‘ ‘ 08-Auto HVAC

09-Cent. Elect

‘ 16-Aitbags ‘ ‘ 16B-Steering wheel ‘ ‘ 17-Instrurments

18-Aux. Heat

‘ 19-CAN Gateway ‘ ‘ 22-4WD ‘ ‘ 25 Immabilizer

35-Centr. Lacks

‘ 37-Navigation ‘ ‘ 45 Inter. Monitor ‘ ‘ 46-Central Conv.

Direct Entry

Address Word (01-7F)

55-Xenon Range

56-Radio





17. Now the software has read out the engine information[check fault code]
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